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• All hydraulic machines are supplied with hoses of ± 110 cm from the center of the attach-
ment in the center of the machine. The hoses are equipped with male agricultural couplings. 

• With the minimum oil capacity, at least 1 cubicle can be spread with the spreaders if the 
conveyor belt is kept at a height of 1 m. 

• We assume no liability for typing and printing errors. 
• Customer specific options not included. 
• All weights and dimensions given in this product catalogue are exlusive options or attachments. 
• Subject to deviations in weight and size from the data in this product catalogue. 
• Transport of the machines in this catalogue on public roads is only allowed if they have the manda-

tory lighting, markings, signs and dimensions following the traffic laws in the country the machine is 
located. 

• The terms and conditions of the most recent version of the Metaalunievoorwaarden (metal union 
conditions), filed at the Registry of the District Court of Rotterdam, apply to all our orders, quotati-
ons and agreements. 

 
. 



Bedding technique 

Introduction 

95% of the dairy farms have cow cubicles. The cubicle is a very important place in the barn, since there the 
cow ruminates, produces milk and rests. Therefore it must be a comfortable place for the cow. In order to 
achieve this, well-maintained bedding is essential. 
The type of bedding material plays a very important role and the bedding must be refreshed en replaced 
regularly. Flingk offers various spreaders for different types of bedding and various situations to distribute 
bedding well and efficiently. 
 
Deep litter or mats/cow mattress 
We distinguish between cubicles with deep litter and cubicles with mats. 
When daily small quantities of bedding are distributed to cow cubicles with mats the best choice is the 
electric spreader SE 250 or the hydraulic linkage spreader Z type. With these machines it is possible to dis-
tribute small quantities of bedding very precisely. 
Cubicles with deep litter require a larger quantity of bedding. In that case the Z, S, SX, ZX, ZXS and KSS 
types are very suitable. 
The table below shows which types of spreaders can be used for the various types of bedding material. 
In this catalogue all the types of spreaders are described. 
If you have any questions or if you need advice please contact your dealer or Flingk. 
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*    Bottom plate option is required 
**   When spreading KVW, this must be indicated when ordering the machine 

  Type 
SE 

Type 
Z 

Type 
S 

Type 
SX 

Type 
ZX 

Type 
ZXS 

Type 
KSS 

Type 
BVR 

Type 
BV 

Z  Sawdust X X X  X X  X* X X 

GS  Crushed straw (max. 1,5 cm) X X X  X X  X* X  

HS  Chopped straw (max. 7 cm)     X X X X  

M  Green bedding     X X X X X 

MI  Green bedding ensiled      X X X X 
K  Lime X X  X* X    X*   

S   Sand   X X    X X 

PM  Horse manure with wood 
shavings 

     X X X  

PMS  Horse manure with straw       X X  

KS  Mixture of straw, lime and 
water (1:5:2) 

      X X  

KV Mixture of sawdust / ground 
flax and lime 

X X  X*   X  X* X  

KVW Mixture of sawdust / ground 
flax, lime and water 

        X** X  

TP  Tomato plant residues     X X X X  

PS  Paper shreds      X X X  

SP  Straw pellets  X  X* X  X  X* X  



Bedding technique 

Type BV/BVR Cubicle conditioner 

Technical specifications type BV 
• Widht slider (including edge scraper) 1720 mm, 310 mm removable 
• Length of tines 115 mm 
• Works on the right side of the wheel loader 
• Hydraulically foldable 
• One double acting hydraulic function required 
• Adjustable angle for rake arm 
• Insert plate for rake arm (rake becomes a shovel) 
• 2-layer powder coating 
 
Technical specifications type BVR 
• Disc diameter (A) is 850 mm for floating cubicles or 600 mm for cubicles with leg 
• Length of tines 115 mm 
• Works on the left and right side of the shovel. Manual angle adjustment 
• 2-layer powder coating 
 
Options 
• Hydraulic swivel, 90 degrees left or right (type BVR) 
• Speed control 2 directions (type BVR) 
 Recommended when the speed cannot be controlled from the wheel loader. 

Often between two cubicles a pile of bedding arises, which means the cows lie in a hole. You can prevent 
this with the cubicle conditioner, resulting in comfort for your cows and more efficient use of bedding. Type 
BV is suitable for fine bedding such as sawdust, thick fraction, dry compost and sand in combination with a 
hanging cubicle. Type BVR is also suitable for more heavy bedding materials such as a mixture of straw, 
lime and water. Pay attention to the minimum free height, in consultation with your dealer or Flingk. 
The arm of type BV can be folded hydraulically and has an adjustable stop against the cubicle edge. An 
adjustable scraper pushes the bedding material in at the edge and a rake flattens the rest of the cubicle. 
The rake arm can be adjusted in angle. An insert plate makes a slide out of the rake. 
Type BVR has a hydraulically driven rotating disc with teeth that scrape loose and smooth the bedding ma-
terial. The arm can be manually adjusted in angle and can swivel from left to right. The machine is also sui-
table for cubicles with a leg in the front. 
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Type LxWxH 
folded (mm) 

LxWxH 
unfolded (mm) 

Weight 
(kg) 

Minimal 
required oil 
capacity 

Maximum oil 
capacity 

BV 2400 550x1265x2500 550x3300x745 242 
20 l/min 
175 bar 

50 l/min 
225 bar 

BVR 2400 1260x2950x850 910x3085x850 295 
20 l/min 
175 bar 

50 l/min 
225 bar 

Type BV Type BV Type BVR 

Type BVR 



Bedding technique 

Type SE 

Technical specifications 
• Discharges to the left and the right 
• Speed of conveyor infinitely adjustable 
• Quantity of bedding adjustable by means of mechanical metering shut-

ter 
• Equipped with a mixing auger that mixes, for example, chalk and dust 

while discharging 
• In height adjustable handle 
• 2 x 24V electric motor 
• 2 x 12V AGM battery (maintenance free) 
• Charger included 
• Pneumatic tires 4.00 x 8 
• 2-layer powder coating 
 
Options 
• Big wheels, 5.00x8 
• Swivel caster (third wheel) 

The SE bedder is an electric powered spreader running on two 12V batteries. 
The bedder must be pushed along by hand. The electric powered stirrer prevents clogging and the 
conveyor distributes the bedding to the cow cubicle. The speed of the conveyor is infinitely adjustable so 
the thickness of the bedding layer can be precisely determined. 
The quantity of bedding to be spread can be precisely adjusted with a mechanical metering shutter. 

Type LxWxH (mm) Content 
(L) 

Weight 
empty 
(kg) 

Max. 
loading 
weight (kg) 

Voltage 
(V-DC) 

Spreading 
height 
(mm) 

Bedding 
reach 
(mm) 

SE 250 1210x780x1250 220 100 80 24 500 0-2000 
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Option: big wheels 

Option: swivel caster 



Bedding technique 

Type Z  

Technical specifications 
• Discharges to the left and to the right 
• Hardox blade and wear strip 
• One double acting hydraulic function required 
• Hydraulic motors with flexible couplings and relief valve 
• Metering shutter + hydraulic control system for rotational direction of metering roll 
 (for precise distribution of very small quantities) 
• Big metering roll at the bottom of the bucket 
• Conveyor with sealed edges and scraper 
• Rubber covered drive- and second roller 
• 2-layer powder coating 
 
Options 
• Foldable sweeping brush on the left or on the right side 
 (one extra double-acting hydraulic function needed) 
• Flow and pressure limiter (required when driving machine exceeds the hydraulic pressure and flow) 

The Z bedder is a machine for the precise spreading of sawdust or crushed straw in cubicles with ma-
tresses. For spreading small amounts of bedding material daily a metering slide is mounted. This metering 
slide can be easily adjusted. 

Type LxWxH (mm) Content 
(L) 

Weight 
empty 
(kg) 

Max. 
loading 
weight (kg) 

Minimal 
required oil 
capacity 

Maximum 
oil 
capacity 

Z 600 1050x1400x1190 600 310 500 
25 l/min 
175 bar 

60 l/min 
225 bar 

Z 750 1160x1400x1195 750 320 625 
30 l/min 
175 bar 

60 l/min 
225 bar 

Z 1000 1295x1400x1300 1000 340 775 
30 l/min 
175 bar 

60 l/min 
225 bar 

Z 1500 1460x1800x1450 1500 430 975 
35 l/min 
175 bar 

60 l/min 
225 bar 
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Bedding technique 

Type S 
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The S bedder is a heavy duty bedder for distributing sand but can also distribute sawdust, compressed 
straw and dry compost. The bedder has a wheel at the bottom of the bucket to prevent clogging. 
Between the bearings and the hydraulic motor are spacers so sand will not get into the bearings. 
The machine is standardly equipped with a heavy duty three-layer conveyor, an extra heavy duty frame 
and sheet metal to guarantee a long service life. 

Technical specifications 
• Heavy duty frame and sheet metal 
• Hardox blade and wear strip 
• Discharges to the left and to the right 
• One double acting hydraulic function required 
• Hydraulic motors with flexible couplings and relief valve 
• Manually adjustable metering valves 
• Big metering roll at the bottom of the bucket 
• Heavy duty three-layer conveyor with double sealed edges and scraper 
• Rubber covered drive- and second roller 
• 2-layer powder coating 
 
Options 
• Metering shutter               € 295,- 
 (for precise distribution of very small quantities, not suited for sand) 
• Foldable sweeping brush on the left or on the right side      € 2.256,- 
 (one extra double-acting hydraulic function needed) 
• Flow and pressure limiter (required when driving machine exceeds the hydraulic pressure and flow) € 569,- 

Type LxWxH (mm) Content 
(L) 

Weight 
empty 
(kg) 

Max. loading 
weight (kg) 

Minimal 
required oil 
capacity 

Maximum 
oil capacity 

Price 
(€)  

S 750 1100x1500x1190 750 400 1200 
30 l/min 
175 bar 

75 l/min 
225 bar 

5.441,- 

S 1000 1160x1700x1235 1000 445 1600 
35 l/min 
175 bar 

75 l/min 
225 bar 

6.118,- 

S 1300 1160x2100x1245 1300 565 2150 
50 l/min 
175 bar 

75 l/min 
225 bar 

7.354,- 

All prices are without attachments and excluding VAT. 



Bedding technique 

Type SX 

Technical specifications 
• Heavy duty frame and sheet metal 
• Discharges to the left and to the right 
• Hardox blade and wear strip 
• One double acting hydraulic function required 
• Hydraulic motors with flexible couplings and relief valve 
• Heavy duty three-layer conveyor with double sealed edges and scraper 
• Distribution by means of an oscillating mechanism ensures less wear 
• Rubber covered drive- and second roller 
• 2-layer powder coating 
 
Options 
• Flow and pressure limiter (required when driving machine exceeds the hydraulic pressure and flow) € 569,- 

This sand bedder is not equipped with rollers but with an oscillating mechanism in the bucket. 
Because there is no rotating roller the machine has a longer service life. 
Thanks to the thick sheets, a Hardox blade, Hardox wear parts and an extra thick three-layer conveyor the 
machine is highly suitable for sand. 
The opening of the oscillating mechanism can be adjusted so both dry and wet sand can be processed. 
This bedder is standardly equipped with a speed control device that enables precise distribution. 
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Type LxWxH (mm) Content 
(L) 

Weight 
empty 
(kg) 

Max. 
loading 
weight (kg) 

Minimal 
required oil 
capacity 

Maximum 
oil 
capacity 

Price (€)  

SX 750 1075x1500x1165 750 420 1200 
30 l/min 
175 bar 

60 l/min 
225 bar 

7.436,- 

SX 1000 1135x1700x1210 1000 475 1600 
35 l/min 
175 bar 

60 l/min 
225 bar 

8.086,- 

SX 1300 1220x2100x1300 1300 585 2150 
50 l/min 
175 bar 

75 l/min 
225 bar 

9.322,- 

All prices are without attachments and excluding VAT. 



Bedding technique 

Type ZX 
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The ZX bedder has an extra stirrer at the top of the bucket. Therefore this machine can process 
products that are more susceptible to clogging. The hydraulic motors have flexible couplings and the chain 
guard can be easily opened for maintenance. The ZX can process sawdust, crushed straw, chopped straw, 
dry compost and green bedding (if it has not been ensiled), which makes it a versatile spreader. 
Please note that green bedding and dry compost cannot be distributed with the ZX 2000/2500/3000. 

Technical specifications 
• Discharges to the left and to the right 
• Hardox blade and wear strip 
• One double acting hydraulic function required 
• Hydraulic motors with flexible couplings and relief valve 
• Manually adjustable metering valves 
• Big metering roll at the bottom of the bucket 
• Conveyor with sealed edges and scraper 
• Rubber covered drive- and second roller 
• 2-layer powder coating 
 
Options 
• Hydraulic speed control rollers (for ZX 2000/ZX 2500/ZX 3000) for precise dosing  
• Foldable sweeping brush on the left or on the right side 
 (one extra double-acting hydraulic function needed) 
• Flow and pressure limiter (required when driving machine exceeds the hydraulic pressure and flow) 

Type LxWxH (mm) Content 
(L) 

Weight 
empty 
(kg) 

Max. 
loading 
weight (kg) 

Minimal 
required oil 
capacity 

Maximum 
oil 
capacity 

ZX 750 1200x1400x1210 750 330 500 
25 l/min 
175 bar 

60 l/min 
225 bar 

ZX 1000 1370x1400x1360 1000 350 775 
30 l/min 
175 bar 

60 l/min 
225 bar 

ZX 1200 1340x1600x1360 1200 390 850 
30 l/min 
175 bar 

60 l/min 
225 bar 

ZX 1500 1445x1800x1430 1500 450 975 
35 l/min 
175 bar 

60 l/min 
225 bar 

ZX 2000 1525x2300x1505 2000 635 1175 
50 l/min 
175 bar 

75 l/min 
225 bar 

ZX 2500 1525x2500x1505 2500 770 1300 
50 l/min 
175 bar 

75 l/min 
225 bar 

ZX 3000 1565x2500x1560 3000 900 1450 
50 l/min 
175 bar 

75 l/min 
225 bar 



Technical specifications 
• Discharges to the left and to the right 
• Hardox blade and wear strip 
• One double acting hydraulic function required 
• Hydraulic motors with flexible couplings and relief valve 
• Big metering screw at the bottom of the bucket 
• Two metering rolls above the metering screw to prevent clogging 
• Conveyor with sealed edges and scraper 
• Rubber covered drive- and second roller 
• 2-layer powder coating 
 
Options 
• Straight beam 
 Makes it possible to distribute with a straight beam instead of a spraying arch, 
 for example to distribute over the feed fence and pit with minimal waste 
• Adjustable bottom plates 
 For precise distribution of the quantity of bedding, even very small quantities 
 (these options cannot be combined) 
• Flow and pressure limiter (required when driving machine exceeds the hydraulic pressure and flow) 

Bedding technique 

Type ZXS 
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The ZXS bedder is a variation on the ZX type. Because of the special system with three rollers in the 
bucket and heavy duty hydraulic powering, this bucket is not susceptible to clogging. The high revving con-
veyor can distribute widely. Where previously it was not possible to distribute in certain situations and with 
certain machines, this is now possible with the ZXS. With enough oil it is possible to distribute much fur-
ther. Merely a shovel or a tractor with small oil capacity will do. The bucket also has a better design, which 
makes it much easier to load. The ZXS is suitable for distributing sawdust, crushed straw, chopped straw, 
dry compost, green bedding and horse manure (with wood shavings). 

Type LxWxH (mm) Content 
(L) 

Weight 
empty 
(kg) 

Max. 
loading 
weight (kg) 

Minimal 
required oil 
capacity 

Maximum 
oil 
capacity 

ZXS 750 1205x1400x1350 750 440 500 
20 l/min 
175 bar 

60 l/min 
225 bar 

ZXS 1000 1270x1600x1415 1000 480 775 
20 l/min 
175 bar 

60 l/min 
225 bar 

ZXS 1500 1375x1800x1555 1500 550 975 
25 l/min 
175 bar 

60 l/min 
225 bar 

ZXS 2000 1450x2300x1630 2000 650 1175 
30 l/min 
175 bar 

60 l/min 
225 bar 



The all-rounder. This spreader is developed to distribute types of bedding that are heavier and more 
difficult to process such as horse manure or a mixture of chalk/water/straw. The bucket has a special  
shape to make sure the bedding material will sink easily. The two separately powered metering rolls with  
heavy duty hydraulic motors prevent clogging. 
The spreader can process sawdust, crushed straw, chopped straw, dry compost, green bedding, horse 
manure, lime and a mixture of lime/water/straw (with the exception of the KSS 2000 up to 4500). See the 
table on page 4 for details. 
For processing sawdust, ground straw, ground rapeseed straw, dry box compost, a mixture of sawdust / 
ground flax and lime, pure lime and straw pellets the optional adjustable bottom plate is required. 

Bedding technique 

Type KSS 
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Technical specifications 
• Discharges to the left and to the right 
• Hardox blade and wear strip 
• One double acting hydraulic function required 
• Metering rolls with heavy duty hydraulic motors 
• Hydraulic motors with flexible couplings and relief valve 
• Two big metering screws at the bottom of the bucket 
• Conveyor with sealed edges and scraper 
• Rubber covered drive- and second roller 
• Up from KSS 1800 standardly equipped with heavy duty three-layer PVC conveyor 
• HD models extra heavy duty drive and 510 mm wide conveyor belt 
• HD models standard equiped with electric speed control metering rolls with remote control 
• 2-layer powder coating 
 
Options 
• Removable adjustable bottom plate 
• Hydraulic speed control of conveyor on the left or on the right 
 Price is per side 
• Flow and pressure limiter (required when driving machine exceeds the hydraulic pressure and flow) 
 
 
 
 
 
 
 
 
 
 
 
Please note that for HD models XL attachments are required! 

 

Bedding technique 

Type KSS 
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Type LxWxH (mm) Content 
(L) 

Weight 
empty 
(kg) 

Max. 
loading 
weight (kg) 

Minimal 
required oil 
capacity 

Maximum 
oil 
capacity 

KSS 750 1025x1300x1460 750 425 700 
35 l/min 
175 bar 

60 l/min 
225 bar 

KSS 1015 1025x1500x1460 1000 475 800 
35 l/min 
175 bar 

60 l/min 
225 bar 

KSS 1500 1025x1800x1520 1500 530 1100 
40 l/min 
175 bar 

60 l/min 
225 bar 

KSS 1800 1025x2200x1520 1800 605 1250 
40 l/min 
175 bar 

60 l/min 
225 bar 

KSS 2000 1290x2200x1580 2000 695 1350 
40 l/min 
175 bar 

75 l/min 
225 bar 

KSS 2500 1340x2500x1730 2500 800 1600 
50 l/min 
175 bar 

75 l/min 
225 bar 

KSS 3500 HD 1720x2950x1900 3500 1700 2300 
80 l/min 
175 bar 

150 l/min 
225 bar 

KSS 4500 HD 1820x2950x2150 4500 1850 3000 
80 l/min 
175 bar 

150 l/min 
225 bar 



Bedding technique poultry 

Type BS 

The Flingk BS full width spreader is particularly suited for distributing a fine layer of sawdust/wood sha-
vings, crushed/chopped straw, straw pellets or peat in poultry houses. The spreader has two distribution 
discs that spread the bedding over a width of up to 5 to 6 meters. The supply to the distribution discs hap-
pens with two screws that transport the bedding material through the bucket on to the spreading discs. The 
quantity can be adjusted by means of two adjustable openings above the distribution discs. Next to the 
discs adjustment plates are placed to adjust the distribution over the width more precisely, regardless of 
the type of bedding that is processed. 
The BS spreader distributes the bedding material very precisely in order to create the perfect bedding for 
your poultry. 
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Technical specifications 
• Suitable for distributing sawdust/wood shavings, crushed/chopped straw, straw pellets and peat 
• Two distribution discs, separately driven 
• Two screws with serrated edge 
• Manually adjustable distribution 
• One single acting or double acting hydraulic function required 
• Hardox blade and wear strips 
• Hydraulic motors with flexible couplings and relief valves 
• 2-layer powder coating 
 
Options 
• Adjustable speed control for metering rolls (for precise distribution of  
 fine materials such as straw pellets) 
• Flow and pressure limiter (required when driving machine exceeds the hydraulic pressure and flow) 

Type LxWxH (mm) Bucket 
width 
(mm) 

Content 
(L) 

Weight 
empty 
(kg) 

Max. 
loading 
weight 
(kg) 

Minimal 
required oil 
capacity 

Maximum 
oil 
capacity 

BS 1000 1180x1590x1310 1400 1000 418 600 
30 l/min 
175 bar 

60 l/min 
225 bar 

BS 1500 1235x2230x1330 2200 1500 620 800 
30 l/min 
175 bar 

60 l/min 
225 bar 

BS 2000 1365x2270x1575 2200 2000 682 1000 
40 l/min 
175 bar 

60 l/min 
225 bar 

BS 3000 1500x2580x1755 2500 3000 800 1200 
40 l/min 
175 bar 

60 l/min 
225 bar 



Bedding technique poultry 

Type OL 

The Flingk OL bottom discharge spreader can distribute bedding over the full width of the machine. This 
creates little dust. 
The distribution happens by means of a hydraulic powered wheel with cleats. 
The speed of the wheel can be adjusted so the distribution can be controlled precisely. An extra wheel at 
the top of the bucket and a wheel at the bottom of the bucket prevent clogging and ensure that there is a 
constant supply of bedding over the full width of the bucket. 
Since there is a shutter on the left side of the bucket it is also possible to distribute bedding right up to a 
wall. The spreader can process sawdust/wood shavings, crushe/chopped straw, peat and dry compost. 
A perfect machine to create the perfect bedding for your poultry. 
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Type LxWxH (mm) Content 
(L) 

Weight 
empty 
(kg) 

Max. 
loading 
weight (kg) 

Minimal 
required oil 
capacity 

Maximum oil 
capacity 

OL 1500 1370x1930x1270 1500 590 750 
30 l/min 
175 bar 

75 l/min 
225 bar 

OL 2000 1410x2350x1340 2000 690 1000 
30 l/min 
175 bar 

75 l/min 
225 bar 

OL 3000 1530x2550x1560 3000 795 1200 
35 l/min 
175 bar 

75 l/min 
225 bar 

Technical specifications 
• Suitable for distributing sawdust/wood shavings, crushed/chopped straw, peat and dry compost 
• Metering roll for equal distribution of the bedding 
• Two extra wheels prevent clogging and ensure a steady supply of bedding material  
 to the metering roll 
• Distribution hydraulically adjustable 
• One single acting or double acting hydraulic function required 
• Shutter on the left side to distribute bedding to the strip along the walls 
• Hardox blade and wear strips 
• Hydraulic motors with flexible couplings and relief valves 
• 2-layer powder coating 
 
Options 
• Flow and pressure limiter (required when driving machine exceeds the hydraulic pressure and flow) 



Straw spreading technique 

Type SVV 
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The SVV straw spreader ensures a quick and easy way to distribute straw. The machine grabs the bale. 
The strings are removed and can be rolled up by means of a winding system. Before the distribution starts, 
the machine tilts backwards so the bale is in a vertical position. Two distribution rollers pull the straw apart 
and discharge it at the bottom, without cutting the straw. Optionally a conveyor can be mounted to dischar-
ge to the left or to the right. It is also possible to mount two discs to distribute the straw over a with up to 5 
meters. Another option is a quick-change system to quickly exchange or remove spreading modules. 
The machine produces low amounts of dust and is ideal for any straw consuming business. 

With the SVV 2500, a whole bale of 2500x1200x900 mm can be 
loaded. 
A conveyor belt 1800x700 mm is used in this example. The con-
veyor belts are also available in HD version for machines with large 
oil flow capacity and very intensive use. 

With the SVV 1000, designed for mini loaders, a third to half a bale 
of 2500x1200x900 mm can be loaded. 
In this picture a conveyor belt of 1800x700 mm is used. The con-
veyor belt can distribute to the left and right side up to 3 meters far. 
This is measured from the outside of the machine with the conveyor 
belt at a height of 1.8 m. 

Instead of the conveyor belt, spreading discs can also be mounted 
to distrubute the straw across the width. Depending on oil flow, the 
discs spread 3 to 6 meters wide. 

As an option, a unit can be mounted in combination with a conveyor 
belt to spread up to 6 meters. The unit can be mounted at the left 
and / or right side. 

To quickly remove or exchange spreading modules, a quick-
change system can be mounted. By means of 2 latches, the 
spreading module can be disconnected/connected. 



Straw spreading technique 

Type SVV 
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Technical specifications 
• Type SVV 1000 is suitable for machines with a weight of up to 3 tons 
• Separately powered distribution rollers (at HD 2 motors per roller) 
• Hydraulic motors with flexible couplings 
• Automatic diverter valve when straw gets stuck 
• Maintenance-friendly machine, only few moving parts 
• One double acting hydraulic function needed (for HD 2 double acting functions) 
• Drain line on hydraulic motors, connected to the return of the hydraulic function 
• 2-layer powder coating 
 

Options 
• Pressure filter (recommended, standard at SVV HD), filters the oil to protect the valves 
• Machine for bales 120x120 cm (type SVG) 
• Manual winding system for ropes (only possible on SVV 2500 (HD)) 
• Distribution module with conveyor belt 700 mm wide, left + right distribution  
 1600 mm long (+205 kg) 
 1800 mm long (+215 kg) 
 2100 mm long (+245 kg) 
 2500 mm long (+270 kg) 
• HD conveyor belt (aditional price is for 3-layer conveyor belt, HD bearings) 
• Distribution module with spreading discs (wide spread) (300 kg) 
• Quick change for conveyor belt / spreading discs 
 Fixed part (on SVV base machine) 
 Exchangeable part (spreading module) 
• Unit for far spreading (up to 5 á 6 meters with sufficient oil capacity)  
 For left and / or right, combined with a voneyor 1600x700 (machine becomes 400 mm wider) 
 Price is per side 
• Manual reversing valve for rollers (for fast or slow distribution) 
• Hydraulic flap for SVV 2500 (1 extra double acting hydraulic function required) 
• Flow and pressure limiter (required when driving machine exceeds the hydraulic pressure and flow) 

Type LxWxH (mm) Weight 
empty (kg) 

Minimal 
required oil 
capacity 

Maximum oil 
capacity 

Maximum bale 
size (mm) 

SVV 1000 1250x1500x1770 465 
30 l/min 
175 bar 

60 l/min 
225 bar 

1200x900x1000 

SVV 1250 1250x1500x1970 605 
40 l/min 
175 bar 

60 l/min 
225 bar 

1200x900x1250 

SVV 1250 HD 1250x1620x1970 630 
60+30 l/min 
175 bar 

100+60 l/min 
225 bar 

1200x900x1250 

SVV 2500 1250x1500x2970 710 
40 l/min 
175 bar 

60 l/min 
225 bar 

1200x900x2500 

SVV 2500 HD 1250x1620x2970 735 
60+30 l/min 
175 bar 

100+60 l/min 
225 bar 

1200x900x2500 



Straw spreading technique 
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Type SVV 



Straw spreading technique 

Type SVH 
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With the SVH straw spreader you can distribute straw rapidly and evenly while the amount of dust is 
reduced to a minimum. The bale is grabbed, tilted and put across the floor chain, after which the string can 
be removed easily by good accessability. 
Discharges to the left with a fast rotating roller with spring tines, wich distributes the straw (depending on 
the oil flow rate) over a distance up to 8 meters. 
The direction of rotation of the floor chain is automatically controlled to prevent jamming. This also creates 
a regular spread pattern and a high capacity. 

Technical specifications 
• Straw is supplied by a heavy hydraulic floor chain with gearbox 
• Automatically controlled floor chain depending on the pressure on the rollers 
• Hydraulic tailgate for loading 
• Heavily driven, fast turning spreader with spring tines 
• Good consistant spreading pattern 
• Spreading up to 8 meters 
• Two double-acting hydraulic functions required + electrical connection 

12V 
• 2-layer powder coating 
 
Options 
• PLUS package 

• One double-acting hydraulic function required (instead of 2) 
• Turbo button on bottom chain for higher speed (for last straw on machine) 
• Electric spreading plate adjustment 
• Wireless remote control 

• Split oil flow for machines with an oil flow rate up to 160 l/min 
• Flow and pressure limiter (required when driving machine exceeds the hydraulic pressure and flow) 

Type LxWxH (mm) Weight 
empty (kg) 

Minimal 
required oil 
capacity 

Maximum 
oil 
capacity 

Maximum bale size 
(mm) 

SVH 1813 1780x2795x1760 1200 
50 l/min 
175 bar 

75 l/min 
225 bar 

1200x1200x1800 
Ø1800 

SVH 2513 1780x3495x1760 1350 
50 l/min 
175 bar 

75 l/min 
225 bar 

1200x1200x2500 
Ø1800 
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BRS Beet cleaner & cutter 

In order to increase milk production, a good option is to add feed beets to the ration. Feed beets stimulate 
the dry matter absorption from silage and the sugars from the beets provide a lot of energy and ensure a 
good rumen fermentation. 
To make the absorption by the livestock more efficient and palatable, the beets must be cleaned and cut. 
By means of the BRS, the beets are simply cleaned and cut. Then you can unload it directly in front of the 
cattle or in a mixer wagon. It is also possible to choose to ensile the beets together with the maize. 
With one double acting hydraulic function, you can clean and cut. For faster and improved cleaning, water 
sprayers can be mounted. 
The bin at the bottom of the machine ensures that no sand or other dirt gets on your yard or on the feed 
passage. 

20 

By turning the stirrer one way, the beets are cleaned. The 
sand and other dirt falls through a grid in het bin underneath 
the machine. 

At the bottom of the machine there is a bin for sand and other 
dirt. By tilting the machine forward, the bin can be emptied. 

The cutting box, which is located on the left side of the machi-
ne, cuts the beets into small pieces and unloads them under 
the box.The cutting roller is also suitable for cutting potatoes 
and carrots. The cutting length can be adjusted by adjusting 
the blades and counter knife. 
For stones or other hard materials a hydraulic protection me-
chanism is built on. 
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BRS Beet cleaner & cutter 
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Technical specifications 
• Cleaning and cutting with one double acting hydraulic function 
• Heavy duty hydraulic drive 
• Unloading dirt by tipping the machine 
• Heavy duty gearbox on stirrer 
• Hydraulic stone protection by means of a cylinder with accumulator 
• Hardox blade and wear strips 
• Drain line on hydraulic motors 
• 2-layer powder coating 
 
Options 
• Water sprayers 
• Flow and pressure limiter 
 (required when driving machine exceeds 
 the hydraulic pressure and flow) 

 

Type LxWxH (mm) Bucket 
width 
(mm) 

Width 
cutting-
box 
(mm) 

Content 
(L) 

Weight 
empty 
(kg) 

Minimal 
required 
oil 
capacity 

Maximum 
oil 
capacity 

BRS 1000 1270x1840x1460 1500 420 1000 710 
30 l/min 
175 bar 

75 l/min 
225 bar 

BRS 1500 1320x2440x1560 2100 420 1500 880 
30 l/min 
175 bar 

75 l/min 
225 bar 

BRS 2000 1440x2800x1750 2280 600 2000 1030 
50 l/min 
175 bar 

75 l/min 
225 bar 

Optionally water sprayers can be installed to speed up and 
improve the cleaning process. By reversing the direction of 
the stirrer after cleaning, the beets will be lead to the cutting 
box. 
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Introduction silage shear grabs 
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Your silage is an important foundation for a good profit. A silage shear grab has to give you a nice cut sur-
face, has to cut easily with a minimum of air penetrating your silage, and you have to be able to enjoy it for 
many years. The new range of silage shear grabs from Flingk is designed with a view to quality and durabi-
lity. The pivot points are flexible. In combination with the well advised construction, this ensures that the 
pivot points are not susceptible to tearing. For the heavy cylinders the same flexible pivot points are used. 
The front knives of the grab are easaly replacable. 
The sharply milled Hardox side and bottom knives are sharp milled will cut effortlessly trough the silage. 
You can choose a closed bucket or a bucket with tines. The advantage of a closed bucket is that you spill 
less and can also load other loose products. With a toothed bucket it is possible to push the shear grab 
easier into the silage. 
 
The new Flingk series of silage shear grabs consists of 4 types. Type KHSⅡ is due to the low weight suita-
ble for the smaller segment of wheel loaders, telehandlers and front loaders up to 7 tonnes machine 
weight. Also, due to the low weight, you can attach a wider silage shear grab to your machine, so you can 
grab more easily along the side of the pit. Type KHMⅡ is heavier built and has a higher grab height and 
grab depth, making it suitable for wheel loaders, telehandlers and front loaders from 5 to 10 tonnes machi-
ne weight. Type KHLⅡ is a large robust shear grab for the heavier wheel loaders and telehandlers from 8 
to 18 tonnes. Due to its heavy construction and large grab height, this shear grab lends itself to intensive 
use in combination with a large capacity. Finally, there is type KHVⅡ, with its unprecedented height and 
volume, this machine is suitable for the heaviest segment of shovels and telehandlers and is made to make 
capacity. 
 
Also, for the maximum preservation of your pit, there is type KHXL. See more on page 27. 
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Silage shear grab type KHSⅡ 

23 

Technical specifications 
• Grab height 850 mm 
• Grab depth 650 mm 
• All pivot points fitted with greasable and replacable ball joints 
• Replacable corner tips 
• Replacable front knives 
• Hardox 500 wear parts and blade 
• 2-layer powder coating 
 
Options 
• Tines instead of closed bucket 
• Piloted return valve (necessary for machines with an open-center hydraulic function) 
• Insert plate for tined bucket 
• Hydraulic pusher for tined bucked 
• Lift mast 1800 mm 

The Flingk KHS is the smalles model in the series of silage shear grabs. It is a lightweight shear grab for 
the smaller segment of wheel loaders, telehandlers and front loaders up to 7 tonnes. 
The grab height has increased with the introduction of the new series Ⅱ, which has increased the content. 
Furthermore, the shear grabs are provided with knives with a finer toothing, so that much less force is nee-
ded to cut. 
The small grab height and grab depth make the shear grab very suitable for tractor mounted front loaders. 
The silage shear grab can be implemented with a closed bucket or with tines. 

Type LxWxH (mm) Grab 
width 
(mm) 

Content 
(m3) 

Weight 
empty 
(kg) 

Minimal 
required oil 
capacity 

Maximum oil 
capacity 

KHSⅡ 1600 1165x1700x1060 1625 0.9 745 
20 l/min 
175 bar 

100 l/min 
225 bar 

KHSⅡ 1800 1165x1900x1060 1825 1.0 790 
20 l/min 
175 bar 

100 l/min 
225 bar 

KHSⅡ 2000 1165x2100x1060 2025 1.1 830 
20 l/min 
175 bar 

100 l/min 
225 bar 

KHSⅡ 2200 1165x2300x1060 2225 1.2 880 
20 l/min 
175 bar 

100 l/min 
225 bar 



Feeding technique 

Silage shear grab type KHMⅡ 
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The KHMⅡ is suitable for wheel loaders, telehandlers and tractor mounted front loaders with a machine 
weight of 5 to 10 tonnes. 
The grab height has increased with the introduction of the new series Ⅱ, which has increased the content. 
Furthermore, the shear grabs are provided with knives with a finer toothing, so that much less force is nee-
ded to cut. 
Due to the toughtful construction, the weight is limited. The silage shear grab can be implemented with a 
closed bucket or with tines. 

Type LxWxH (mm) Grab 
width 
(mm) 

Content 
(m3) 

Weight 
empty 
(kg) 

Minimal 
required oil 
capacity 

Maximum oil 
capacity 

KHMⅡ 1800 1290x1900x1260 1825 1.4 965 
25 l/min 
175 bar 

100 l/min 
225 bar 

KHMⅡ 2000 1290x2100x1260 2025 1.55 1020 
25 l/min 
175 bar 

100 l/min 
225 bar 

KHMⅡ 2200 1290x2300x1260 2225 1.7 1075 
25 l/min 
175 bar 

100 l/min 
225 bar 

KHMⅡ 2400 1290x2500x1260 2425 1.85 1130 
25 l/min 
175 bar 

100 l/min 
225 bar 

Technical specifications 
• Grab height 1000 mm 
• Grab depth 750 mm 
• All pivot points fitted with greasable and replacable ball joints 
• Replacable corner tips 
• Replacable front knives 
• Hardox 500 wear parts and blade 
• 2-layer powder coating 
 
Options 
• Tines instead of closed bucket 
• Piloted return valve (necessary for machines with an open-center hydraulic function) 
• Insert plate for tined bucket 
• Hydraulic pusher for tined bucked 
• Lift mast 1800 mm 
 
 
 
Please note that for KHM, KHL, KHV and KHXL silage shear grabs, XL attachments are required! 
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Silage shear grab type KHLⅡ 
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Technical specifications 
• Grab height 1250 mm 
• Grab depth 900 mm 
• All pivot points fitted with greasable and replacable ball joints 
• Replacable corner tips 
• Replacable front knives 
• Hardox 500 wear parts and blade 
• 2-layer powder coating 
 
Options 
• Tines instead of closed bucket 
• Piloted return valve (necessary for machines with an open-center hydraulic function) 
• Insert plate for tined bucket 
• Hydraulic pusher for tined bucked 
• Lift mast 1800 mm 
 
 
 
Please note that for KHM, KHL, KHV and KHXL silage shear grabs, XL attachments are required! 

The solid and robust KHLⅡ is suitable for the heavy segment of wheel loaders, telehandlers and tractor 
mounted front loaders from 8 to 18 tonnes. 
The grab height has increased with the introduction of the new series Ⅱ, which has increased the content. 
Furthermore, the shear grabs are provided with knives with a finer toothing, so that much less force is nee-
ded to cut. 
Due to the toughtful construction, long lifespan is guaranteed. All pivot points are privided with 50 and 
60mm pins. The silage shear grab can be implemented with a closed bucket or with tines. 

Type LxWxH (mm) Grab 
width 
(mm) 

Content 
(m3) 

Weight 
empty (kg) 

Minimal 
required oil 
capacity 

Maximum oil 
capacity 

KHLⅡ 2000 1600x2130x1455 2030 2.25 1695 
30 l/min 
175 bar 

120 l/min 
225 bar 

KHLⅡ 2200 1600x2330x1455 2230 2.5 1780 
30 l/min 
175 bar 

120 l/min 
225 bar 

KHLⅡ 2400 1600x2530x1455 2430 2.75 1870 
30 l/min 
175 bar 

120 l/min 
225 bar 

KHLⅡ 2600 1600x2730x1455 2630 2.95 1960 
30 l/min 
175 bar 

120 l/min 
225 bar 
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Silage shear grab type KHVⅡ 
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Technical specifications 
• Grab height 1500 mm 
• Grab depth 1100 mm 
• All pivot points fitted with greasable and replacable ball joints 
• Replacable corner tips 
• Replacable front knives 
• Hardox 500 wear parts and blade 
• 2-layer powder coating 
 
Options 
• Tines instead of closed bucket 
• Piloted return valve (necessary for machines with an open-center hydraulic function) 
• Insert plate for tined bucket 
• Hydraulic pusher for tined bucked 
• Lift mast 1800 mm 
 
 
 
Please note that for KHM, KHL, KHV and KHXL silage shear grabs, XL attachments are required! 

Type LxWxH (mm) Grab 
width 
(mm) 

Content 
(m3) 

Weight 
empty 
(kg) 

Minimal 
required oil 
capacity 

Maximum oil 
capacity 

KHVⅡ 2000 1900x2130x1765 2030 3.3 1775 
35 l/min 
175 bar 

120 l/min 
225 bar 

KHVⅡ 2200 1900x2330x1765 2230 3.65 1875 
35 l/min 
175 bar 

120 l/min 
225 bar 

KHVⅡ 2400 1900x2530x1765 2430 4.0 1975 
35 l/min 
175 bar 

120 l/min 
225 bar 

KHVⅡ 2600 1900x2730x1765 2630 4.35 2075 
35 l/min 
175 bar 

120 l/min 
225 bar 

The solid and robust KHVⅡ is suitable for the heaviest segment of shovels and telehandlers from 9 to 20 
tons. 
The grab height has increased with the introduction of the new series Ⅱ, which has increased the content. 
Furthermore, the shear grabs are provided with knives with a finer toothing, so that much less force is nee-
ded to cut. 
Due to the toughtful construction, long lifespan is guaranteed. All pivot points are privided with 50 and 
60mm pins. The silage shear grab can be implemented with a closed bucket or with tines. 
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Silage shear grab type KHXL 

27 

The Flingk KHXL is a unique silage shear grab. Due to the large grab height and small grab depth, more 
often the front wall of the silage pit gets refreshed, making the silage less susceptible for decay. Another 
advantage is that the shear grab doesn’t have to be pushed far into the silage. Due to the short lower bla-
de, the shear grab unloads easily, for example into the mixer wagon, and does not need to be tipped far to 
empty it. It will more gradually release the silage into the mixer wagon. 
Because of the fact that the cylinders are mounted inside the bucket, it is possible to grab at the side of the 
silage pit, which will reduce the amount of feed residues. 
The special knives cut smoothly through your pit, resulting in a tight cut. This also causes less strain on the 
shear grab and on your front loader, shovel or telehandler. 

Maximum profit from your roughage! 
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Feeding technique 

Silage shear grab type KHXL 

The inside of the bucket has a round shape. In combination 
with the short lower blade, this ensures that the silage easily 
slides out of the bin. The advantage of this is that the silage 
grab does not have to be tilted far during the release. 
The shear grab can easily be pushed into the pit by the sharp 
lower blade. The bevel is placed at the bottom. As a result, 
the sharp edge of the knife is clear of the ground, which pre-
vents damage. 

Because the bucket is short, the weight is compact on the 
shovel. The pivot points hang behind the quick coupler, so 
that the center of gravity is advantageously placed. This redu-
ces the forces on the driving machine. 

The self-sharpening blades have a fine toothing and are ma-
de from high-alloy tool steel. This keeps the blades sharp for 
a long time and requires less force during cutting. This results 
in a tight silage pit wall. 

Because the shear grab bites with a large height and a small 
depth, the silage wall is often refreshed and a large volume 
can always be taken along. The thin slices allow fine dosing 
in the mixing wagon. 
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Silage shear grab type KHXL 
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Technical specifications 
• Large grab height, small grap depth 
• Mainly made of high strength steel S700MC 
• Replacable front and side knives 
• Hardox 500 wear parts and blade 
• 2-layer powder coating 
 
Options 
• Piloted return valve (necessary for machines with an open-center hydraulic function) 
 
 
 
 
 
 
 
 
 
 
 
Please note that for KHM, KHL, KHV and KHXL silage shear grabs, XL attachments are required! 

Series Machine weight 
(tonnes) 

Grab height 
(mm) 

Grab depth 
(mm) 

Minimal required 
oil capacity 

Maximum oil 
capacity 

KHXL 14** 4 - 9 1400 350 
20 l/min 
175 bar 

80 l/min 
225 bar 

KHXL 17** 5.5 - 11 1700 350 
25 l/min 
175 bar 

100 l/min 
225 bar 

KHXL 22** 7 - 16 2200 270-350 
30 l/min 
175 bar 

120 l/min 
225 bar 

Type Grab height x 
widht (mm) 

LxWxH (mm) Content (m3) Weight empty 
(kg) 

KHXL 1418 1400x1800 1360x1935x1250 0.9 978 

KHXL 1420 1400x2000 1360x2135x1250 1.0 1031 

KHXL 1422 1400x2200 1360x2335x1250 1.1 1092 

KHXL 1718 1700x1800 1695x1935x1470 1.05 1147 

KHXL 1720 1700x2000 1695x2135x1470 1.2 1242 

KHXL 1722 1700x2200 1695x2335x1470 1.35 1316 

KHXL 1724 1700x2400 1695x2535x1470 1.5 1390 

KHXL 1726 1700x2600 1695x2735x1470 1.6 1460 

KHXL 2220 2200x2000 2035x2135x1715 1.6 1585 

KHXL 2222 2200x2200 2035x2335x1715 1.6 1660 

KHXL 2224 2200x2400 2035x2535x1715 1.6 1735 

KHXL 2226 2200x2600 2035x2735x1715 1.6 1810 
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Various Flingk machines can be equipped with a screw-on linkage. Almost all types of linkages are possi-
ble. Prices are in combination with a Flingk machine but are also separately available. In case your type of 
linkage is not in this list, please contact us for the possibilities. 
Please note that for the KSS HD and KHM, KHM, KHL, KHV and KHXL silage shear grabs, XL attach-
ments are required! 
 
Make/type machine        Thickness  
Ahlmann AL 60/AF60e/AS60e/AS 4/45/50/60    25 mm     
Ahlmann AZ 45/6/75/80/85/95/100      25 mm     
Ahlmann AS 11-14-150/AZ10/14      30 mm     
Ahlmann AX 70/85/100       30 mm     
Atlas AR 32/35         25 mm     
Atlas AR 42e/52e/62e/55/65/80/85      30 mm     
Avant /Giant compact              
Bobcat skid steer (attachment plate)  900 mm        
Bobcat skid steer (attachment plate)  1130 mm        
Bobcat large (Cat, Case, New Holland)  1130 mm        
Bobcat telehandler                   
Caterpillar 907 hooks        30 mm     
Caterpillar IT         25 mm     
Caterpillar Fusion        50 mm     
Claas Targo               
Combi-Trac               
Deutz-Fahr Agrovector        30 mm     
Dieci Agri-Pivot         25 mm     
Dieci Dedalus         25 mm     
Euro           40 mm     
Faresin (Dieci)         30 mm     
Fuchs hooks         32 mm     
Fuchs mechanical (attachment plate)           
Giant           25 mm     
Hauer (front loader)        40 mm     
JCB/Loadall Q-fit         30 mm     
JCB Compact Tool Carrier       30 mm     
JCB Tool Carrier         30 mm     
Knikmops KM 70/80/90 (attachment plat e)          
Knikmops KM 130 (attachment plate)           
Knikmops hooks         25 mm     
Komatsu WA 65/75/85        30 mm     
Kramer 112-350         20 mm     
Kramer 212-850         30 mm     
Kramer telehandler (Claas Scorpion)     30 mm     
Macks (hooks)         25 mm     
Mailleux MX Master Attach       20 mm     
Manitou                
Merlo ZM2          60 mm     
Merlo ZM3 (3 lock pins)       60 mm     
Mustang (Wacker/Gehl) shovel (plate) 900 mm        
Mustang (Wacker/Gehl) shovel (plate) 1130 mm        
New Holland skidsteer              
New Holland telehandler       30 mm     
O&K L6F/L7F         25 mm     
Oehler (attachment plate)              
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Screw-on attachments 

Make/type machine        Thickness  
Paus           30 mm     
Pin-cone (Matbro/John Deere)      20/30 mm     
Rollmops                
Schäffer attachment plate (JCB 403)           
Schäffer attachment plate (wide) from 3045          
Schäffer SWH hooks (Ø30 below)      25 mm     
Schäffer hooks (Ø40 below)       30 mm     
Sherpa attachment plate             
SMS 5          30 mm     
Striegel attachment plate             
Systeem 2000  (2002 Eurosteel, 2003-2006 Verachtert)       
Systeem 2000 large  (2003 Eurosteel, 2007-2008 Verachtert)       
Terex (Schaeff) TL60/70, Zeppelin ZL4B/ZL6B/ZL65         
Terex (Schaeff) TL80/100/120            
Thaler                
Venieri (atacco rapido)        25 mm     
Volvo L20/25, Zettelmeyer ZL402, JCB 406    25 mm     
Volvo L30/32/35, Zettelmeyer ZL502-ZL702    30 mm     
Volvo L40/45         30 mm     
Volvo L50/60/70/90/110/120       35 mm     
Weidemann attachment plate (mechanical)          
Weidemann hooks (hydraulical)      25 mm     
Weidemann hooks (4070-5080)      30 mm     
Werklust WG 18         35 mm     
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Attachments 

Three point / forklift linkages 

Fits all Flingk machines with screw-on attachments system. 
For the hydraulic shovel systems, one additional single acting hydraulic function is required. 
• Fixed screw-on three point linkage cat. 1 or 2      (41 kg)  
• Three point shovel system system cat. 2 for bedders with one cylinder (116 kg)  
 for Z/ZX/ZXS up to 1200 liters and S/SX 750 liters 
 for KSS from 750 up to 1000 liters 
 for BS 1000 liters 
• Three point shovel system system cat. 2 for bedders with two cylinders (177 kg)  
 for Z/ZX/ZXS from 1500 liters and S/SX from 1000 liters 
 for KSS from 1500 up to 2500 liters 
 for BS 1500 up to 3000 liters 
• Three point shovel system system cat. 2 for BRS with two cylinders  (260 kg)  
 Attention! Emptying the collecting bin is more difficult due to the 
 limited tilting angle 
• Three point shovel system system cat. 2 for SVV with two cylinders  (342 kg)  
 Attention! One double acting hydraulic function required instead of 
 single acting 
• Forklift shovel system system cat. 2 fitting FEM 2 A or B     (215 kg)  
 for all bedders and SVV 
• Forklift shovel system system cat. 2 fitting FEM 3 A or B     (245 kg)  
 for all bedders and SVV 
• Lift mast cat. 2/3 for silage shear grabs, lifting height 1800 mm   (640 kg)  
 for KHS, KHM, KHL and KHV silage shear grabs 
 One additional single acting hydraulic function required 
 
Opties 
• Valve block with two functions for shovel system        
 (The spreader can be attached to a tractor with a hydraulic system 
 with only a press and return connection) 
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Flingk Machinebouw 

Notes 

All prices are excluding VAT. 
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Flingk Machinebouw B.V. 
De Morgenstond 6 
5473 HG Heeswijk-Dinther 
The Netherlands 
 
Telephone: +31 (0) 85-0685613 
Internet:  www.flingk.com 
E-mail:  info@flingk.com 

Contact information 

Flingk Machinebouw 



Dealer 


